Sub-class 16 „low data rate Land Mobile Earth Stations (LMES)“


	
	Nr 
	Parameter
	Description
	Comments 

	Normative part
	1
	Radiocommunication Service
	Land Mobile-Satellite Service
	

	
	2
	Application
	Low data rate LMES applications
	

	
	3
	Frequency band
	1 525.0 MHz - 1 544.0 MHz

1 555.0 MHz - 1 559.0 MHz

1 626.5 MHz - 1 645.5 MHz

1 656.5 MHz - 1 660.5 MHz
	receive 1 (space-to-Earth);

receive 2 (space-to-Earth);

transmit 1 (Earth-to-space);

transmit 2 (Earth-to-space);

	
	4
	Channelling
	to be defined by the satellite operator
	

	
	5
	Modulation / 
Occupied bandwidth 
	to be defined by the satellite operator
	

	
	6
	Direction / 
Separation
	to be defined by the satellite operator
	

	
	7
	Transmit power / Power density
	to be defined by the satellite operator
	

	
	8
	Channel access and occupation rules
	to be defined by the satellite operator
	

	
	9
	Authorisation regime 
	
	

	
	10
	Additional essential requirements
	
	

	
	11
	Frequency planning assumptions
	
	

	Informative part
	12
	Planned changes
	
	

	
	13
	Reference
	Harmonised Standard: EN 301 426
	

	
	14
	Notification number 
	
	

	
	15
	Remarks 
	
	



