Sub-class 30 “Non-Specific Short Range Devices“


	
	Nr 
	Parameter
	Description
	Comments 

	Normative part
	1
	Radiocommunication Service
	Mobile Service
	

	
	2
	Application
	Non-Specific Short Range Device

Video applications are excluded.
	This category is available for any type of application which fulfils the technical conditions (typical uses are telemetry, telecommand, alarms, data in general and other similar applications).

	
	3
	Frequency band
	869.4 MHz – 869.65 MHz
	

	
	4
	Channelling
	Must be 25 kHz, except that the whole band may also be used as one single channel for high-speed data transmission
	

	
	5
	Modulation / 
Occupied bandwidth 
	
	

	
	6
	Direction / 
Separation
	
	

	
	7
	Transmit power / Power density
	500 mW e.r.p.
	

	
	8
	Channel access and occupation rules
	Duty cycle up to 10 %
	

	
	9
	Authorisation regime 
	
	

	
	10
	Additional essential requirements
	
	

	
	11
	Frequency planning assumptions
	
	

	Informative part
	12
	Planned changes
	
	

	
	13
	Reference
	Harmonised Standard EN 300 220 - 2 

Commission Decision 2006/771/EC
	

	
	14
	Notification number 
	
	

	
	15
	Remarks 
	
	


