Sub-class 39 “Inductive applications“

	
	Nr 
	Parameter
	Description
	Comments 

	Normative part
	1
	Radiocommunication Service
	Mobile Service
	

	
	2
	Application
	Inductive applications
	This category covers, for example, devices for car immobilisation, animal identification, alarm systems, cable detection, waste management, personal identification, wireless voice links, access control, proximity sensors, anti-theft systems including RF anti-theft induction systems, data transfer to handheld devices, automatic article identification, wireless control systems and automatic road tolling.

	
	3
	Frequency band
	60.25 - 70 kHz
	

	
	4
	Channelling
	
	

	
	5
	Modulation / 
Occupied bandwidth 
	
	

	
	6
	Direction / 
Separation
	
	

	
	7
	Transmit power / Power density
	69 dBµA/m at 10 metres
	

	
	8
	Channel access and occupation rules
	
	

	
	9
	Authorisation regime 
	
	

	
	10
	Additional essential requirements
	
	

	
	11
	Frequency planning assumptions
	
	

	Informative part
	12
	Planned changes
	
	

	
	13
	Reference
	Harmonised Standard EN 300 330 - 2 

Commission Decision 2006/771/EC
	

	
	14
	Notification number 
	
	

	
	15
	Remarks 
	
	


